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INTRODUCTION  

This document contains information regarding minimum requirements for preparing 

a competition venue  to  host ICF Canoe Sprint and Paracanoe  Competitions . 

 

This document does not attempt to cover  in detail  all aspects of staging  a competition  

however, it contains certain elements that are common in all levels of ICF Canoe 

Sprint  and Paracanoe  Competition s and that must be fulfilled by the Host Organising 

Comm ittee  (HOC). 

 

ICF Competitions  must at all - time  be conducted in accordance with the ICF Statutes , 

ICF Canoe Sprint and /or  Paracanoe Rules as well as the ICF Canoe Sprint and 

Paracanoe Venue  Manual.  
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 OPERATION FACILITIES  

 Approvals  

The HOC should  at its own cost ensure that the Venue meets and complies with all 

applicable laws, rules  and reg ulations.  All relevant and necessary approvals, grants, 

consents, authorities, clearances and licenses must be obtained from the necessary 

authorities.  

 Operating Management Area  

¶ Host Organising Committee  -  The m em bers  of HOC should  determ ine their  

needs for  the work areas and off ices needed for  the sm ooth  runn ing of a Canoe 

Sprint W orld  competition ;  

¶ Accreditation office  ï it should be outside of accredited zone ;  

¶ Distribution centre  -  two copy ing cent res sha ll  be org an ised:  

o For the Teams;  

o For the Media and the Spect ators.  

¶ ICF office  ï it should be in the Finish tower or nearby.  

 ICF Working Areas  

The HOC should  provide good quality working areas to the ICF:  

Office  

ICF president  

ICF HQ  
(including the Secretary General and Staff)  

ICF CSP and Paracanoe Chairs  

Jury  

 Car Parking  

The HOC should  organise enough space for a car park for the participating teams.  

Based on expected number of participants and spectators, at  the venu e, large parking 

areas should be provided for:  

¶ Team  bu ses, minivans and cars  

¶ Boat tra ilers 

¶ Shu ttle  bus es 

¶ Media 

¶ VIP and  spon sors  

¶ Public vehicles  
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 COMPETITION MANAGMENT  

 Competition management area  

¶ Competition Committee  

¶ Timing and scoring  

¶ Sport presentation  

¶ Jury  

¶ ITO room  

¶ Distribution service ï Enquiries, Information, Results  

Rooms/offices fo r the Com petition management can be at:  

¶ Finish tower;  

OR 

¶ Some of them at the Finish tower and some nearby.  

 Meeting room / s 

¶ Team  Lead ersô Meet ings -  The TLs meeting room must be big enough to 

accommodate 100 -  160 Team Leaders/ coaches for ICF competitions . 

¶ I TO Meeti ngs 

¶ Coaches Meet ings  

¶ ITOsô Sem inar  

¶ At hletesô Meet ings 

¶ ICF Comm issions Meet ings 

¶ Other Meet ings 

If  we ll plann ed and co- ordinated in  advance, the sam e m eet ing room s can be used 

for  m any diffe rent meet ings. 

 Sport Presentation  

The HOC should  provide a  suitable  Sport Presentation room/office should be based 

in the Finish Tower or nearby with view on the course and finish line.  

 Coaches viewing  

An additional tent as  close as possible to  the boa thou se area where coaches can 

watch races live and/or watch sp ecial fil ming from side camera only.  

 Sport information distribution  

The Distri bu ti on / Copy ing Service  can be located at  several  diffe rent  places:  

¶ At  the gr oun d leve l of the Finish Tower ( for sm aller  competition s if there  is 

enough  space);  

¶ In  a Con tainer adjacent  to  the Finish Towe r;  

¶ In  a r oom  in  a perm anent  bu ilding.  

Minimum two ( 2)  copy ing cent res should  be org an ised (ideally more see below) :  
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For  t h e Te ams  

The Copy ing centre  for  the teams should  be in or near to  the Team  I nform ati on 

centr e. 

For  t h e Med ia  an d  t h e Sp ect a t o rs  

For  t h e Org an is in g  Com m itt ee 

At  t h e ICF  w ork  ar ea 

At  t h e Competition Committee  lev el  in  t h e Fi n i sh  t owe r  

 Technical Officials room  

HOC should provide a secure room for ITOs which will be used for ITOs daily summary 

meetings, rest area, ITOs  luggage storage.  

Location:  nearby Finish tower  

Size:  for  up to  50  peop le.  

 Commun i cat i ons  at the cour s e 

Telephone Line  

Perm anent  Sprint Canoe  venu es should be deve loped with at  least  a basic cable 

teleph one sys tem  as an integr al part of the infrastr uct ure:  

a)  St a r t  a r e a 

An entir ely  independent c om m un icati on ï a teleph one line m ust  be provided between 

the St art er  and the Chief Jud ge at  the Finish.  

b)  Fini s h  towe r  

Groun d floor: One ( 1)  telephon e line on the regatta  org an isati on circ uit.  

First  f loor: One (1)  telepho ne line on the regat t a org an isati on circ uit.  

Second Floor (c om me ntary  and regatta  org an isati on ) : One (1)  telephon e line on the 

regat t a org an isati on circ uit.  

c)  Ge n er a l  

Telephon e lines for:  

¶ The HOC off ices;  

¶ The Team  Faciliti es and services as follows :  

o Team  I nform ati on Centr e;  

o Medical faciliti es;  

o Team  Transport  and Accomm oda ti on services;  

o Accr edit ati on Cent re. 
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 Medal Ceremony and Opening/Closing Ceremony  

Medal Ceremony  

Medal ceremony  podium  

¶ At  fron t  of the m ain  gr and stand s;  

¶ When Paracanoe competitions are included in  the competition  progr amm e,  the 

vict ory  cerem ony podium  must  be a ccessible for  wheelcha irs. 

Flag  po le s 

¶ Visible to  the spect ators in  the gr and stand s and to  the com petit ors  on the 

Vict ory  Cerem ony Podium ;  

¶ Should not  obstr uct  the v iew of the cou rse, eit her from  the gr and stand s or  

from  the Finish Towe r;  

¶ Located near to  the Vict ory  Cerem ony Podium ;  

¶ For Canoe Sprint  World  Cham pionships, Junior & Under 23  World 

Cham pionships ï up to  six ( 6)  Flag Poles:  up to  three ( 3)  flag po les for  the ICF 

flag,  the na ti onal flag and a l ocal flag if  app ropri ate, plus three ( 3)  for  the 

Victo ry  Cerem ony of the winn ing crews;  

¶ For  World  Cups :  up to three ( 3)  flag po les for  the ICF flag,  the nati ona l flag and 

the local flag if it is appropriate.  
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 ATHLETES AREA  

 Boat Storage  

Locati on of boa t storage  

Possib le locations  the  boat storage  ar ea could be:  

¶ On the  bank  at  the  end  of  the  cour se beyond  the  fini sh lin e;  

¶ On the  bank  at  one (1) side  of  the  fini sh ar ea b eyond  the  fini sh lin e;  

¶ Along side  the  cou rse.  

As near as possible to the embar kation an d disembarkation pontoons. Enough and 

good , accessible and wide  connection paths to the pontoons, athletesô quarters and 

all the other facilities provided. There should be no  m ore  than  75  m etres from  the  

nearest pontoon.  A distance  m ore  than  75m  for  the  at hletes  to  walk  carrying  th eir  

boats  is not acc eptabl e. 

The requ ir ed space for  the entire  boathouse area (perm anent  and tem por ary)  for  

a major  canoe sprint  competition  is minimum  8,000m ²  for World Cups and 12,000m ²  

for World Championships.  

There  should be adequ ate  cove red areas in  and aroun d the boathouse area for  the 

com petit ors  to shelt er  in  the competition  from sun or rain.  

Quality of storage space  

The storage must be erected in such a material that the boats are protected against 

all weather con ditions a nd theft.  

Indoor and outdoor storage  

The boats must be stored on racks:  

Indoor: in hangars or tents; Racks in steel , aluminium or wood equipped with rubber 

or foam cushion strips . Maximum four (4) levels high (minimum 50cm between the 

levels). St rong ly  enough constructed to carry all types of boats (K1/C1 12 -14kg; 

K2/C2 20kg; C4 -  K4 30kg).  

Outdoor: on yards or gravel; Racks in steel , 

aluminium or wood equipped with rubber or foam 

cushion strips  and rubber ties, roofed with metal, 

wood or canvas t o protect  the boats against any 

weather condition (sun, rain, wi nd). The boat  racks 

m ust  be fixed f ir m ly  to  the gr oun d to  avoid  dam age. 

Maximum four (4) levels high. Strong ly  enough 

constructed to carry all types of boats (K1/C1 12 -

14kg; K2/C2 20kg; C4 -  K4 30kg).   

Picture  of boat racks  
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Well-drained gr oun d aroun d the boathouse buildings and in  the tempor ary boa t  

racking area is essential .  

Picture s of indoor boat storage  

Space requirement  

Designated and separate storage place for each country :  

¶ Indoor: one  (1) , two  (2)  or three (3) countries in each hangar section or tent;  

¶ Outdoor: separate racks for each country.  

To provide room for minimum 1000 Canoe Sprint boats for World Cups:  

¶ K1 400 pcs  

¶ K2 170 pcs  

¶ K4 50 pcs  

¶ C1 260 pcs  

¶ C2 110 pcs  

¶ C4 10 pcs  

¶ 100 P aracanoe  boa ts  

To provide room for minimum 16 00 Canoe Sprint boats for World Ch   ampionship:  

¶ K1 700 pcs  

¶ K2 260 pcs  

¶ K4 70 pcs  

¶ C1 400 pcs  

¶ C2 160 pcs  

¶ C4 15 pcs  

¶ 150 P aracanoe  boa ts  

 Boat Washing  

There should be water taps for the washing of the boats in a minimum of  two  (2) 

points in the boat storage areas.  The ground drainage in these areas must be 

considered accordingly.  
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 Changing room/s  

An indoor place with suitable seating, a flat floor and div iders should be available.  

 Athletes  Lounge  and Teams (NFs) Re st Area  

Athlet es Lounge  

A covered place minimum  200 m ²  for World Cups and minimum 400m²  for World 

Championships, protected from sun and inclement weather conditions , for relaxation 

with suitable seating (proportional number to the participating athletes) . The lounge 

shou ld be accessible for wheelchairs  if ap plicable . 

Teams Rest Area  

To be provided for  the athletes  t o rest  and relax in  a qu iet  area bu t  not  too far  from  

the boa thou se area. It could be:  

¶ One (1) large hall/ ten t  ï separated in  secti ons;  

OR 

¶ Sm aller  rooms/t ent s ï app roxi m ately  20 m ²  each. 

Te n ts  ow n ed  by  te a m s 

Space should be availab le for  tents  tha t  are  brought  by the Team s -  near to  the 

boathouse area ( for 10  ï 12  tent s).  

Bag drop Area  

Lockers (with key s) or Bag drop room should be available for a th letes and team  

officials to drop off their bags and equipment.  

 Toilet and Shower Facilities  

Toilets:  An adequate number of toilets, permanent and temporary, should  be 

available. The ratio should be minimum one (1)  toilet for 25 ï 30 persons.  

Showers:  An ad equate number of showers -  permanent and temporary -  should  be 

available. The ratio for showers with  hot -water supply should be minimum one (1)  

for 2 5 ï 30  persons.  

Toilet and Shower Facilities for Paracanoe:  accessible toilets and showers 

should be provid ed, according to the IPC rules. The ratio should be minimum one (1)  

toilet / shower for 15 persons.  

 Dining hall  

A covered area, large enough to accommodate athletes and coaches during peak 

hours should be pro vided with full catering service for serving lun ch meals. It s hould 

accommodate minimum two (2) serv ing lines. The dining hall should be accessible 

for wheelchairs. Toilets and washing facilities should be made available nearby.  
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 GYM (Strength and Condition ing Facilities)  

Well -equipped GYM (Strength and  conditioning facilities), including kayak and canoe 

paddle machines should be available and operate during the whole duration of the 

access period.  

 Medical Facilities  

Medical/First Aid Centre  

First Aid servic e and emergency care should be available for al l competitors,  officials 

and spectators. The first ai d post should  be at the athletesô area with all necessary 

equipment. Ideally this should be close to the boat house area.  

One (1) medical doct or  should  be nom inated by the HOC as the Medical Dir ecto r  for  the 

competiti on,  working closely  with t he ICF Doct or .  

Minim um  requ ir em ents should be provided:  

¶ One (1)  medical room  ( 12  ï 15 m ²);  

¶ One (1)  toilet;  

¶ One (1)  accessible toilet  (para -canoe  competition s);  

¶ Perm anent  water  supp ly  with r unn ing hot  and cold  water.  

A special arr angem ent  to  allow the partici pan ts  to  have access to  the nearest  hospit al 

in the area for an emergency.  

Physiotherapy and Massage area  

Separate rooms / areas should  be made available for massage.  

 Doping Control Station  

Details regarding the do ping control s tation requirements are referred to the  ICF 

Doping Control Station Guide.  

https://www.canoeicf.com/sites/default/files/icf_doping_control_station _guide.pdf  

 Bo at Hire place must be available  

 Boat Re pair place must be available  

 Bike Ren tal place must be available  

 Information Centre  

This is the communication point between the Team Leaders , HOC and the 

Competition Committee. It can be a 30 -60m ²  constr uction located  near the 

boathouse area and easily acc essible for the Team Leaders . 

 Information Board s 

For the program and the results:  

https://www.canoeicf.com/sites/default/files/icf_doping_control_station_guide.pdf
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¶ Minimum two ( 2)  easily accessible information boards near the boat house . 

They should be big enough for 50 x A4 pa ges ;  

an d /or   

¶ Appropri ate number of digital self -service info rmation panels.  

 Closed Circuit TV (CCTV) must be in place  

 Public Address  System  must be in place  

 Official Regatta Time Display  must be in place  
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 FIELD OF PLAY  

 Type of Water Facilities  

The Water facil ities can be N atural, Artificial or Semi -Artificial. All types can be 

accepted if they fulfil the minimum requirements stated bellow.  

 Competition Course  

Location  

The course should be accessible for participants (Competitors, Jury, Officials, VIP 's, 

Press, etc.) and Publ ic with all kinds of transport (cars, b uses, trailers, ambulance 

and helicopter if necessary).  

The course must be located as close as possible to the accommodation of all the 

participants (max. 45 min. by road at rush hour).  

Course  

For  m ajor  canoe sprint  competitions,  it  is recom me nd ed that  a second  cha nnel is  

pro vided. Th is chann el is  used for training,  ñwar ming upò and  ñcooling downò ar eas, 

for  crew access to  the  starting  ar eas and umpire catamarans return to the start line.  

Trees  

Planting t rees or other wind barrier on both sides, alongside t he entire length of the 

course, must leave a clear space of approximately 60 metr es from the closest racing 

lane.  

Course Dimensions  

The course must satisfy the following measurement s and characteristics:  

¶ Length ï mini mum 1.320m (straight);  

¶ Width -  minimum 99m;  

¶ Depth -  minimum two ( 2)  m etres  (under all lanes);  

¶ Traffic area may be separated with a narrow island (natural or built) from the 

course with minimum of two ( 2)  passages to the starting area s at 650m  for 

the 500m and 200m races and at 1150m for the 100 0m races. If it is possible 

to have a 3 rd  passage at 350m for 200m races;  

¶ The bordering shore line  must  be built in a way where waves are absorbed (IE 

Rip Rap design);  

¶ Bank  -  should be graded (sloped) in order to minim ise the effects of wash and 

waves:  

o Maxi mum gradient -  1:3;  

o Preferred gradient -  from 1:4 to 1:6;  

o There must be no  vertical walls constructed at any place around the 

racing course, including behind the Start lines and after the Finish line.  
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o Areas where  the shore is a vertical wall ï additional s tructure must be 

placed at front of them to absorb the waves. Di fferent  m ethods of wave 

absorpti on are  availab le  for  diff erent  sit uati ons. The chosen method 

must be accepted and approved by ICF ;  

Installa tion:  

¶ Boat sto rage for minimum 1000 boats for World C ups and for minimum 1600 

boats for World Championships;  

¶ Finish tower ï minimum of three ( 3)  levels (not including the ground level), 

minimum 40 m ²  per level for the officials and technical staff;  

¶ Start t owers at the 2 00m, 500m and 1000m;  

¶ Stand -  to accommo date minimum 3,000 spectators (mobile stand is also 

possible) for World Cups and minimum 8,000 spectators for World 

Championships;  

¶ Press centre -  for 50 -100 people for World Cups, Non - Olympic events Worl d 

Championship s, Junior/U23 World Championships, Mast ers World 

Championships, and for 150 -200 people for World Championships.  

Ro ads around the Course  

¶ I deally  there  should be road access to  the start  area. On arti ficial cou rses 

(c hann els) an access road should be constr ucted, runn ing aroun d the entire  

cou rse, with  a m inim um  width  of 6.5 me t res. 

¶ For TV coverage pu rposes the road on the TV cov erage side should be 

constr ucted at  a low leve l (i deally 50 -100 cm above the water  level),  as close 

as possible  to  the water  sur face. Turning points  should be provided on both  

sides of the cou rse around 50m after each start tower a nd beyond the Finish 

line. 

¶ Along the TV road there  m ay be provided a second road recomm ended four ( 4)  

m etres  wide to  be used du ri ng racing by  the  service vehicles, athletes warm ing 

up and by the cyclists. 

¶ The road s m ust  be level and st raight  throughout  their  length  alongside the 

racing lanes and m ust  be constr ucted behind the intermedia timing . Can be at  

fron t  or behind of the Start  and the Finish Towers.  

¶ The roads are  used as follows:  

o The coaches, with  bicycles, for  coaching pu rposes du ri ng t raining and 

for  following the racing crews du ri ng regatt as if allowed by competition 

committee ;  

o The vehicles for  the tr anspor t ati on of equ ipme nt,  ph ot ogr aph ers  and 

off icials between t he St art  and  Finish areas;  

o The cars for  the Competition  Con tr ol -  used by ICF du ri ng Canoe Sprint 

World  competitions;  

o The cars for  the TV cov erage;  
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o If  the sur face of the road s is of good qu ality,  for legacy use, they cou ld 

be used for  other sport s act iviti es e.g.  running, rollerbladin g, c ycling 

(tri athlon ),  etc.;  

o Duri ng m ajor  competitions  the access and the tr aff ic on the road s 

alongside the cou rse m ust  be carefully  plann ed and stric t ly  con tr olled. 

Television infrastructure is compul sorily for Wor ld Cups and World Championships. 

For No n-Olympic events World Championships, Junior/U23 World Championships and 

Masters World Championships is not compulsorily but recommended. It should be 

good enough to pr oduce high - level recording. The inf rastructure at  the shore and/or 

on the water should a llow the production of high - level shots and the possibilities for 

continuously follow the races during the whole length of the distance or at least 80% 

from the race di stances.  

 Water and Air quality  

¶ Air pollution shou ld be within the limits accepted by the  host Government.  

¶ The water quality is acceptable if it is suitable for swimming.  

¶ The water must not flow. If there is a flow, it should be under 0.05m/s and 

should be equal across all lanes from one ( 1)  to nine ( 9) . 

¶ Control of Vegetation.  

More details yo u can find in the Canoe Sprint and Paracanoe Operational 

Requirements.  

The course must  offer fair and equal conditions in all lanes.  

 Set Up , Marking  and Equipment  

a)  Albano system  
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Longitudinal wires  

The buoys are atta ched to 

longitudinal wires . The 

wires mus t be  three (3) ï 

four ( 4)  mm diameter 

stainless steel (inox) 

cables, breaking load 

minimum of 750 kg, fixed 

1.5m below the water 

surface. The accurate 

positions of the longitudinal     Pictu re of  Albano system cro ss view  

wires are provided through the 

special girdles fixed to the 

cross -wires at nine ( 9) m etres  

distance.  The longitudinal 

wires pass through these 

girdles and are anchored to the 

bank at both ends of the 

course if the banks are close to 

the course. If th e banks are far 

away from the course then the       Pictu re of  Albano system front view  

wires are fixed at both sides of th e course, beyond the Star t and Finish lines.  

These lanes must be straight and of the same width over their whole length. The 

width of  each lane m ust be nine ( 9) m etres . For a standard course it is recommended 

that there should be 11 buoyed lanes (minimum i s nine ( 9) ).  

Cross - wires  

The cross wires must be at least eight 

(8)  mm diameter (or two (2) x four ( 4)  

mm), breaking load minimum of  

1400kg, fix ed at the each Start, and near 

to the Finish line, anchored either  to the 

bottom of the lake at both sides of th e 

course (where there is a large distance 

between the banks of a lake) , or t o the 

bank on both sides of the course (where 

the distan ce to the ba nk is relatively 

short).   

           Stainless steel (inox) wire for Albano system  
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b)  Automatic Start System  

For 200m, 500m and 1000m  

A homologated / licensed automatic sta rt system by the ICF is compulsory at the 

200m, 500m and 1000m start lin es. The syst em must  be anchored or attached to 

stay fixed and immovable at  all circumstances.   

For Long - Distance races  

For Long -distance races , a Long -distance start system or a movable  pontoon of 

minimum 81  m etres  long and two ( 2) m etres  wide is required.  

Equipment o f Start System  

Each start system must be equipped with:  

¶ The number of the lanes;  

¶ A powerful loudspeaker for the start command on each automatic start line 

(min nine ( 9) pcs), facing perpendicular to the lanesô direction;  

¶ A powerful loudspeaker for the faul t -start signal on every second automatic 

start lane (min five ( 5) pcs), facing Fi nish line direction;  

¶ A powerful loudspeaker for race announcement at every 3 rd  automatic sta rt 

lane (min four ( 4) pcs), facing opposite of the Finish line directi on;  

¶ Anem ome ters -  for  

m easureme nt  of the wind speed 

fixed on the start system at 

500m and 200m at lane five ( 5) ;  

¶ Electric orange blinkers at each 

lane to indicate false start;  

¶ Four ( 4)  or five ( 5)  big orange 

buoys placed at 150m mark with 

electric orange/r ed blinkers to 

indicate fault - start for 200m 

races . 

 

 

 
  Pictu re of  Start system placed at the Start line   
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c)  Course Marking  

Course lines  and Buoys  

The course lines must be marked with Spherical  buoys , 15cm diameter :  

¶ The distance 

between buoys 

must be one (1 ) of 

the two (2) 

standards -  10 or 

12.5 metr es;  

¶ Different colour 

code for alternate 

yellow and white 

lines .    Pictu re of  Alternating of white and yellow lines  

¶ Red line s of buoys in cross direction at every 100m  (100m, 300m, 400m, 

600m, 700m, 800m, 900m) ;   

¶ All buoys at  the last 100m must  be red ;  

¶ Different colour  and size buoys at cross lines at 250m and 

750m ï spherical 20 -22cm diameter  buoys , pink colour ;  

¶ No buoys should be placed on the Start or Finish lines  (unless 

the results and scoring provider requir es) ;  

¶ When the course is constructed in  a lake and where possible it 

is recommended that the lanes at the Start be prolonged 

beyond the Start line (min imum  100m).  

Start and finish lines  

The ends of the 200m, 500m, 1000m , 5000m start lines and the finish 

line must  be marked by two (2) red buoys and  two (2) red flags 40 x 

60cm .  

Indication buoys at 250m and 750m  

At the 250m and 750m big red buoys of 80cm      Marking of  Start and Finish lines  

on the outside of the lanes are signs for distance indication.  

Lan es numbering  

The start machine buoys mu st be marked well visible from 

ɷ  one ( 1)  to nine ( 9) . The numbered buoy is to be on the 

corresponding competitor's right -hand side as he /she  

passes.     

 

 

       Pictu re of  Start machine buoys  
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The last buoys must be marked from ɷ  zero ( 0)  to 

nine ( 9) . The buoys should be fixed no close r than 

one ( 1)  metre  and not further than two ( 2)  metres 

behind the finish line -  10 big white numbered buoys 

of 70/80cm or 70/70 numbered on the four (4) sides 

with black numbers of 60cm starting with zero ( 0) . 

Number five ( 5)  should be yellow instead whi te with 

black number . These buoys are not hollow ones, but 

filled with foam, when if eventually hit they keep the 

floating ability.  

The numbering goes from the left to the right with the 

number placed on the buoy in such  a way as to be 

clearly visible from  the finish tower. T he numbered 

buoy is to be on the corresponding competitor's right -

hand side as he/she passes it and  must be clearly   Last buoys at the course  

visible to him/her.  

In case of television coverage of the  competition , the lane numbering may  be in the 

opposite di rection from right to left, so that the list of competitors and their lanes 

shown on the television screen match the appearance of the races to be televised.  

Start Zone  

The 100m  Start zone must be marked by two (2) white flags -  float ing (minimum 

five ( 5) m etres  away from the outside lanes). The size of these flags should  be -  

40cm x 60cm.  

d)  Marking on the shoreline  

Survey  

An off icial survey cert ificate of the racing cou rse must  be provided by an accredited  

com pany and m ust  show t he accurate l ocati ons of the start  lines, of each 

interm ediate  ti m ing po int  and of the finish line. The c ert ificat e m ust  show t he 

coordina tes and accurat e locati on s of all points. All  po ints  m ust be m arked 

perm anently  on the gr oun d at  both  sides of the cou rse. Th e Start line and the  Finish 

line must be exactly parallel and their vertical planes must be transferred exactly to 

the vertical wires on the Starts towers and on the Finish Tower.  Those wires must be  

accessible for  checking at  any ti me . 

¶ The St art  & Fi nish lines must  be par allel and  perpendicular on the course lanes ;  

¶ These points  m ust  be positi oned to  an accuracy  of at  maximum ±20 m m ;  

¶ The I nterm ediate  25 0m  and 750m  ti m ing lines m ust  be set  exactly  and m ust  

be par allel and also perpendicular on the course lane s;  

¶ The racing lanes must  be surveyed and be parallel to each other and 

perpend icular  to  the start  and the fin ish lines. 

¶ The survey certi ficate must show the following add iti onal inform ati on:  
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o The equ ipme nt  tha t  has been used for  the survey 

o Declare  the error  for  the m easurem ent  of the 1000m distance  

o Declare  the error  for  the me asureme nt  of t he ve rt ical lines in  the start  

and in t he finish towers. 

Direction tables  

The direction tables should be big enough well visible and readable minimum from 

100m distance.  

They should direct at hletes in their way for training and competition. They should be 

placed at least for the following areas:  

¶ On the pontoons for embarkation and disembarkation;  

¶ Warm -up and training water area;  

¶ Traffic to the different start positions (200 m, 500m and 1000m);  

¶ Boat control.  

Start area indication s 

START AREA  tables should be placed a t   

100m before each start line  (at 300m, 

600m and 1100m) . W hite (or yellow) field 

with black letters minimum of 60cm high.  

Start lines  indication s 

Sight marker -  fixed as close as p ossib le 

to the water edge, opposite the Start  

towers , exactly on the Start line. If the 

bank is too far away , then the marker 

must be placed 

on a struc ture 

very firmly    Pictu re of  Start area table  

anchored or fixed in the water.  

Dimen sions -  150 ï 200cm height, 80  ï 100cm wide. The 

marker should be painted in two (2) vertical halves, one (1) 

yellow and one (1) black. The yellow side should be in the 

direction of the course towards t he Finish.  The precise 

vertical position where the col our changes from black to 

yell ow must  be the Start line.  The line where this colour 

change occurs must  be exactly vertical along its full height 

and must  be consistent with the survey certificate descri bed 

above.  

Pictu re of  Start line indicator  
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I n t er me d iat e lines indication (250 m , 75 0 m )  

At  each i nterme diate  point,  it is  requ ir ed to  have a clear sight  m arker,  identic al to  

ones  used at  the St art lines,  for  refe rence by the interm ediate ti m ing officials and 

sit ua ted on ly  on the opposite  side of t he cou rse to  the interme diat e ti m ing positi on . 

Fin ish line indication  

Sight marker -  fixed as close as  possible to the water edge, 

opposite the Finish Tower, exactly on the Finish line. If the 

bank is too far away, then the marker must be placed on a 

structure very fir mly anchored or fixed in the water.  

Dimensions -  150 ï 200cm height, 80 ï 100cm wide. Th e 

marker should be painted in two (2) vertical halves, one  

(1)  

yellow and one (1) black. The yellow side should be in the 

direction of the cour se towards the Start. Th e precise 

vertical position where th e colour changes from black to 

yellow must  be the Fin ish line. The line where this colour 

change occurs must  be exactly vertical along its full height  

and must be consistent w ith the survey certificate 

described above.            Intermediate  and  Finish lin es indicator  

Distance indication s 

On the left and right banks distance indication by 

signs of two ( 2) b y one  (1) m etre  with white (or 

yellow) field with black numbers minimum of 75cm 

high at the 0m, 200m, 250m, 500m, 750 m and  

1000m . 

Pictu re of  Distance indication sig ns 

If the distance from the lanes to the bank is too long , distance indication should be 

placed near th e buoyed course at cubic buoys of 80/80 /80 cm (white or yellow colour) 

with black numbers as big as possible.   
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e)  T he  St art  T owers  

Location -  placed exactly on the start lines at 200m, 500m and 1000m;  

Construction and dimensions  -  temporary and/ or permanent  

¶ A cov ered plat form  app roxi m ately  nine ( 9)  

-  12 m ²  in  area -  the floor  level where  the 

St art er  stands m ust  be a m inim um  of 

three ( 3) and a m axi m um  of six ( 6) 

m etres  abo ve the water  level.  There  m ust  

be a cl ear v iew of each lane ;  

¶ The bott om  of t he wind ow  fram es should 

not be higher than 70cm  from  the floor 

and should  allow the Starter  t o have a 

clear v iew of the start  line and alon g the 

cou rse;   

¶ Window  fram es and any ba lcony raili ngs 

should be c arefully  positi oned so as not  to  

block the v iew of t he Starter ;  

¶ Protecti on against  wind and rain  (air -

cond iti oned if  requ ir ed)  m ust  be provided 

which  still  allows the St art er  to  perform 

their  du ti es wit hou t  obstr ucti on    Picture of a Start Tower  

¶ to  the v ision or  comm un icati on with  the crews or  other officials. Bli nds should  

be p rovided to  protect  against  glare  in  case of br ight  sun shine;  

¶ A plat form  for  a TV cam era  abo ve the St art erôs plat form ;  

¶ If  the St art  Towe r is on wat er,  it  m ust  be constr uct ed on a plat form  -  m inim um 

size six (6) by six ( 6)  m etres ;  

¶ Minimum one ( 1)  toilet next to each start tower.  

f)  I ntermediate  timing  positions  huts  

Loc at ion  -  placed exact ly  on the lines of the interm ediat e distances at  the 250m 

and  750 m ;  

¶ On land ï placed on a plat form . On arti f icial cou rses ï behind the road 

alongside the course, so as no t  to  block  the v iew of the TV vehicle as it pas ses 

the posit ion ;  

Construct ion  an d  Di mens ions  ï tem porary  and/ or  perm anent :  

¶ A covered plat form  m inimum  tw o (2) by three ( 3) metr es;  

¶ The floor  of the t im ing po int  m ust  be m inim um  1.5  m  above water  level;  

¶ Protecti on against  wind an d rain  should  be provided and internal blinds to  lim it  

the glare  of t he sun ;  

¶ If  television came ras are  to  be installed on the top of the ti m ing points  the 

design  and str uct ure should  be considered. The roof must  be designed 

accordingly;  
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¶ Should v ideo/photo - finish  came ras be used at  the I nterme diat e Tim ing points, 

then the app ropri ate  supp ort  str uct ure for  the v ideo came ras m ust  be in pl ace.   

¶ A vert ical wire m inim um one ( 1)  me t re long, one ( 1)  m m  diam eter and  black  

colour m ust  be installed in  fron t  of the v ideo came ra;  

¶ Minimum one (1) toilet next  to each hut . 

g)  T he  Fi n i sh  Tow er  

Locat i on:  Exactly  on the finish line,  as close as pos sible to  the cou rse bu t  no t  less 

than 27m  from  the racing lanes, no t obstr ucti ng the v iew from  the gr and stand s 

towards the finish line. 

Cons tru c tion:  tem por ary  and/ or  perm anent,  firm  constr ucti on:  

¶ Norm ally  50  ï 60m ²  area for each  floor  (stairc ase no t  included),  the longer,  

working side parallel to  the cou rse;  

¶ There  should be large  windows facing three (3) directions  - the finish line, 

towards the start and behind finish line,  to  give the ti m ing and ph ot o- finish 

off icials a clear  v iew of the cou rse and the finish line. Any balcony rails  or  

window  fram es should  be carefully  positi oned so as not  to  obstr uct  the view of 

the finish judges towards any part  of t he cou rse;  

¶ Must  provide internal protect ion against  sun (blinds),  rain  and wind;  

¶ Must  be air -cond iti oned;  

Layout  

Ground Floor  

for Organi sation / medal presentation/ reproduction/ etc.  unless located in a different 

area :  

¶ Change rooms for medallis ts ;  

¶ St orage;  

¶ Toilet;  

1st Floor  

Finish line Judges  

¶ Movable three  (3) /  four ( 4)  level stai r for four  (4) /  five ( 5)  persons;  

¶ Toilet.  

2nd Floor  

Competition Committee / Photo finish  /  Computer  / Score board  

Competition Committee three  (3) /  four ( 4)  persons  

¶ White  lig ht. A  white  flag shou ld  still  be provided as a back-up;  

Photo finish ï two  (2) /  three ( 3)  persons  

¶ Wire  ï m arking the finish line, m ust  be exactly  in  line with  the hori zon tal finish 

line. M axi m um  two ( 2)  m m  th ick  and black  colour . It must  be ve rtic al and fix ed 
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absolutely  firm ly  and tig ht, positi oned between the ph ot o- finish v ideo c ame ras 

and the hori zon tal finish line, and div ided in  two (2)  ve rtic al secti ons ;  

¶ The upp er part  of the wir e, which  is in  fron t  of the video came ras, must  be 

rem ov ed before  racing and should  be easily  fixed back  again  in  order  for  the 

positi on of the came ra to  be checked at  any  ti me;  

Computer pro gram / Scoring, Timing and Results Providers ï three  (3) /  four ( 4)  

persons  

¶ Toilet;  

3 rd  Floor  

Sport presentation or other office sp ace.  

¶ Toilet  

Top Floor or Roof  

¶ A plat form  for  a TV cam era  and / or  a VIP  terr ace;  

¶ Enclosed supp ort  str uct ure  for  the Phot o- finish came ras (opti ona l) ;  

¶ Protected from sun and rain;  

¶ Toilet.  

Notes:  In  cert ain  circ um stances less than  three ( 3)  leve ls would be acce pted under 

ICF approval.  It is recommended to have men and women toilets. Minimum one (1)  

toilet at the finish tower to be ac cessible.  

h)  Pontoons  installation  

For Athletes :  

Four  (4 ) pontoons (If there are Paracanoe races in the schedule ï fi ve  (5) pontoons) 

of minimum 20m length and four (4) to  five ( 5) m etr es width, height between 10 and  

15cm above the water level , the pontoon s hould be easily accessible for wheelchair 

users :   

Picture s of embarkation / disembarkation pontoons  including wheelchair s ramp  
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¶ One ( 1)  or  two ( 2)  for embarkation ID  

control;  

¶ One (1)  for disembarkation for secon d 

boat co ntrol  near the finish tower ;  

¶ Two ( 2)  ï three ( 3)  for embarkation and 

disembarkation for training;  

¶ If there are Paracanoe races in the 

schedule ï one (1) pontoon with 

accessible ramp only for Para athletes 

going in and out of water;  

¶ Numbered with  signs of 50 x 50cm black 

numbers in a white ( yellow) field;  

¶ Equipped with traffic marks;  

¶ Pontoons must be installed as near as 

possible to the boathouses and compe titorsô 

side ;  

¶ The surface should not  be slippery by any 

we ather c ond iti ons and should  not  becom e too 

hot  in  hot  weather cond iti ons.  

Pictu re of  a wheel chair ramp to a pontoon  

Presentation  pontoon  

This is where the m edal winners  get  ou t  of their  boa ts  after  the race for  the Sport 

presentation.  

Located in  fron t  of the VIP,  

Media and Team  

Grand stands ;  

Minimum three ( 3) m etr es 

wide and 30m  long.  

            

Pictu re of  present ation pontoon at front of the Grandstand  
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Ph o t o g r aph er s p o nt o on  

Located against Lane five 

(5)  around 50 -80m  beyon d 

the finish line ï minimum  six 

(6)  by  six ( 6)  me t res.   

     Pictu re of photographersô pontoon  

Pontoon s f or service boats ( course umpires / aligners / safety /  

maintenance / media):  

Out of duty:   

¶ One (1)  pontoon or dock 

to dock for all the 

catamarans  behind the 

finish line . 

 

 Pictu re of a pontoon to dock all catamarans out of duty  

I n duty:   

¶ One (1)  or two ( 2)  pontoons five ( 5)  by three ( 3)  m etr es at  around 100m 

before the fi nish line, side of the finish tower . 

Docks or pontoons for:  

¶ Five ( 5)  to  eight ( 8)  safety boats;  

¶ One (1)  maintenance boat . 

Additional pontoons:  

¶ One (1) at  front of each start 

tower  minimum size three 

(3) by  five ( 5) m etr es;  

 

         

Pictu re of  a s ervice  pontoon at front of Star t Tower  

¶ One (1) at each Rescue 

motorboat ports  three (3) by 

three ( 3) m etr es.  

The dimensions of these p ontoons 

or docks depends on the size of the 

boats  and available space . All 

pontoons are to be floating and can 

be c onstructed in any material, 

gangway is to be  coated with anti -slip    Pictu re of a p ontoon for a Rescue motorboat  


















